
Table 3-6

Groundwater Field Parameters
Former Incinerators, Buildings 4428 and 4430 , Parcel 96(7)

Fort McClellan, Calhoun County, Alabama

Sample
Location

Sample
Date

Specific
Conductivity

(mS/cm)a

Dissolved
Oxygen
(mg/L)

ORP
(mV)

Temperature
(°C)

Turbidity
(NTU)

pH
(SU)

GSBP-96-MWO1 03-Dec-99 0.147 4 .91 175 16 .20 58.0 6 .69
GSBP-96-MWO2 01-Dec-99 0.048 2 .03 200 15 .50 107.2 5 .96
GSBP-96-MWO3 03-Dec-99 0.355 3 .59 150 15 .80 > 999 6 .91
GSBP-96-MWO4 03-Dec-99 0.580 0 .67 105 15 .60 > 999 7 .56
S108-GWS01 20-May-98 0.110 NR NR 21 .7 NR 5 .70
S108-GWS02 26-May-98 0 .080 NR NR 20.5 NR 7.06
S108-GWS03 20-May-98 0.060 NR NR 21 .3 NR 6 .00

a Specific conductivity values standardized to millisiemens per centimeter .

°C - Degrees Celsius .
mg/L - Milligrams per liter .
mS/cm - Millisiemens per centimeter .
mV - Millivolts .
NR - Not recorded .
NTU - Nephelometric turbidity units .
ORP - Oxidation-reduction potential .
SU - Standard units .
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