
Table 3-1

Sampling Locations and Rationale
Ground Scar South of the Autocraft Shop , Parcel 157(7)

Fort McClellan , Calhoun County , Alabama

Sample Location Sample Media Sample Location Rationale

S112-SS01 Surface Soil Surface and subsurface soil samples were collected in the northern portion of the parcel, in the western-most borrow
Subsurface Soil area .

S112-SS02 Surface Soil Surface and subsurface soil samples were collected adjacent to the eastern-most borrow area in the north-central
Subsurface Soil portion of the parcel .

S112-SS03 Surface Soil Surface and subsurface soil samples were collected in the eastern-most borrow area in the northeastern portion of the
Subsurface Soil parcel .

S112-SSO4 Surface Soil
A surface soil sample was collected in the western-most borrow area in the northwestern portion of the parcel near
Derby Street .

S112-SS05 Surface Soil A surface soil sample was collected in the north-central portion of the parcel near Derby Street, between the two
borrow areas .

S112-SS06 Surface Soil A surface soil sample was collected in the eastern -most borrow area in the northeastern portion of the parcel near
Derby Street .

GSBP-157-MWO1 Groundwater A groundwater sample was collected from a well installed in the northwestern (downgradient) portion of the parcel .

GSBP-157-MWO2 Groundwater A groundwater sample was collected from a well installed in the vicinity of the borrow areas .
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Table 3-2

Soil Sample Designations and Analytical Parameters
Ground Scar South of the Autocraft Shop , Parcel 157(7)

Fort McClellan, Calhoun County , Alabama

Sample QA/QC Samples'
Sample Depth Field Field Analytical
Location Sample Designation ( ft. bgs ) Duplicates Splits MS/MSD Suite
S112-SSOI 12-SS01A 0-1 TCL VOCs, TCL SVOCs,

TAL Metals
12-SS01 B 3-4 TCL VOCs, TCL SVOCs,

TAL Metals, Explosives,
TOC, Pesticides/PCBs

S112-SS02 12-SS02A 0-1 TCL VOCs, TCL SVOCs,
12-SS02B 3-4 TAL Metals

S112-SS03 12-SS03A 0-1 TCL VOCs, TCL SVOCs,
TAL Metals, TOC

12-SS03B 3-4 TCL VOCs, TCL SVOCs,
TAL Metals, Explosives,
TOC, Pesticides/PCBs

S112-SSO4 12-SSO4 0-1 TCL VOCs, TCL SVOCs,
TAL Metals

S112-SS05 12-SS05 0-1 TCL VOCs, TCL SVOCs,
TAL Metals

S112-SS06 12-SS06 0-1 TCL VOCs, TCL SVOCs,
TAL Metals

a No QA/QC samples were specified in the SI work plan (QST, 1998) .

ft. bgs - feet below ground surface .
MS/MSD - Matrix spike/matrix spike duplicate .
PCB - Polychlorinated biphenyl .
QA/QC - Quality assurance /quality control .
SVOC - Semivolatile organic compound .

TAL - Target analyte list .
TCL - Target compound list .
VOC - Volatile organic compound .
TOC - Total organic carbon .
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Table 3-3

Monitoring Well Construction Summary
Ground Scar South of the Autocraft Shop , Parcel 157(7)

Fort McClellan, Calhoun County, Alabama

Ground TOC Well Screen Screen
Well Elevation Elevation Depth Length Interval Well

Location Northing Easting (ft amsl ) ( ft amsl ) ( ft bgs ) (ft) (ft bgs ) Material
GSBP-157-MWO1 1167260 .05 669745.23 789.11 791 .18 23.5 15 8.5 - 23 .5 2" ID Sch . 40 PVC
GSBP-157-MWO2 1167111 .04 669900.52 790.47 793.02 23 15 8 - 23 2" ID Sch . 40 PVC

Permanent wells installed using hollow-stem auger .
Horizontal coordinates referenced to the U .S. State Plane Coordinate System, Alabama East Zone, North American Datum of 1983 (NAD83) .
Elevations referenced to the North American Vertical Datum of 1988 (NAVD88) .
2" ID Sch. 40 PVC - 2-inch inside diameter, Schedule 40, polyvinyl chloride .
bgs - Below ground surface .
ft - Feet .
amsl - Above mean sea level .
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Table 3-4

Groundwater Elevations
Ground Scar South of the Autocraft Shop, Parcel 157(7), and Vicinity

Fort McClellan, Calhoun County, Alabama

Well Location Date

Depth to
Water

(ft BTOC )

Top of Casing
Elevation
(ft amsl )

Ground
Elevation
(ft amsl )

Groundwater
Elevation

(ft amsl)
GSBP-157-MW01 14-Mar-00 7.82 791 .18 789.11 783.37
GSBP-157-MWO2 14-Mar-00 6.69 793.02 790.47 786.34
FTA-100-GP02 14-Mar-00 7.23 777.09 777.42 769.86
FTA-100-GP04 14-Mar-00 5.10 777.05 777.33 771 .95
FTA-100-MWO1 14-Mar-00 7.06 777 .52 777.87 770.46
FTA-100-MW02 14-Mar-00 5.60 776.68 776.94 771 .08
FTA-100-MW03 14-Mar-00 4.75 776.07 776.26 771 .32
FTA-100-MW04 14-Mar-00 5.11 775.96 776.17 770.85
GSBP-97-MWO1 14-Mar-00 3.15 797.99 795.24 794.84
GSBP-97-MW02 14-Mar-00 7.95 804.74 802.10 796.79
GSBP-97-MWO3 14-Mar-00 9.37 807.32 804.81 797.95
GSBP-97-MWO4 14-Mar-00 15.45 811 .83 809.23 796.38

Elevations referenced to the North American Vertical Datum of 1988 (NAVD88) .

BTOC - Below top of casing .
ft - Feet .
amsl - Above mean sea level .
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Table 3-5

Groundwater Sample Designations and Analytical Parameters
Ground Scar South of the Autocraft Shop, Parcel 157(7)

Fort McClellan, Calhoun County, Alabama

QA/QC Samplesa
Sample Field Field
Location Sample Designation Duplicates Splits MS/MSD Analytical Suite

GSBP-157-MWO1 GSBP-157-MWO1-GW-BQ3035-REG TCL VOCs, TCL SVOCs,
TAL Metals, Explosives

GSBP-157-MWO2 GSBP-157-MW02-GW-BQ3036-REG TCL VOCs, TCL SVOCs,
TAL Metals, Explosives

Groundwater samples were collected from the approximate midpoint of the saturated screened interval of the monitoring well .

a No QA/QC samples were specified in the SI work plan (QST, 1998) .

MS/MSD - Matrix spike/matrix spike duplicate .
QA/QC - Quality assurance/quality control .
REG - Field sample .
SVOC - Semivolatile organic compound .
TAL - Target analyte list .
TCL - Target compound list .
VOC - Volatile organic compound .

KN2/4040/P157/SI/new tables \Table 3-5/1/10/02(8 :10 AM)



Table 3-6

Groundwater Field Parameters
Ground Scar South of the Autocraft Shop , Parcel 157(7)

Fort McClellan , Calhoun County , Alabama

Specific Dissolved
Sample Sample Conductivity Oxygen ORP Temperature Turbidity pH
Location Date (MS/cm) (mg/L) (mV) (°C) (NTU) (SU)

GSBP-157-MW01 26-Oct-99 0.461 0.90 45 21 .2 7.0 6.44
GSBP-157-MWO2 26-Oct-99 0.382 0.96 40 18.5 24.8 6.22

°C - Degrees Celsius .
mg/L - Milligrams per liter .
mS/cm - Millisiemens per centimeter .
mV - Millivolts .
NTU - Nephelometric turbidity units .
ORP - Oxidation- reduction potential .
SU - Standard units .
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